WATER MANAGEMENT PROGRAM eClear 100% Chlorine FREE Natural Oxygen and Ionic FRESH Water purification system
The most important testing of the water is the pH and the Copper residual.
PLEASE NOTE! If your pH is too high (7.4ppm and above) then you will get a false Copper reading! Please ensure that you reduce the pH first to below 7.4ppm then test your Copper residual and maintain the Copper residual between 0.5ppm and 0.7ppm.

Procedure 1: Adjust pH
1. Switch Unit OFF at the bottom of electronic computer box. Open BYPASS pipe Valve and close the eClear pipe Valves so the water will not flow through the eClear chambers.
2. Backwash and Rinse Filters very well.

3. Switch Multivalve to Circulation. Commence to circulate.

4. Correct pH by mixing pH correction into a bucket of water and add this directly into the skimmer so that the solution goes through the Circulation (not through the filter) and then into the Pool-Water.
5. Wait 10 minutes then switch Multi-Valve back to Filtration and circulate.

6. Open eClear valves and close BYPASS valve. Switch eClear ON.

Procedure 2: Check Copper residual
1. Considering correct pH. 
2. Follow the procedure from your Copper Test Kit. Ensure that your Copper residual colour reflects between 0.5ppm and 0.7ppm. If the Copper is low, then switch on the IONIZATION switch on the right side of the computer control box and circulate your pool (FILTRATION) for 24/7 (manual) non stop until you achieve the required Copper reading. Test your Copper every 24 Hours. Once you have the correct reading switch off the IONIZATION on the computer control box. Switch filtration back to AUTOMATIC (normal filtration hours). At these OPTIMUM levels of pH and Copper residual, you will ensure a perfect Bacteria / Algae free Pool-Water and maximum performance of the “Natural Oxygen FRESH WATER Process”!
3. Under normal conditions you would Oxidise (Oxygen for 10 days) and then IONIZE for 24/48 Hours depending on pool size and body load. 
4. Winter months you would normally Oxidise for much longer periods and IONIZE for shorter periods!

5. If your water gets cloudy after a few days it is because the Unit is De-Toxing your Pool-Water and leaching out the calcium from Pool Walls and Pipe-Work. Add a natural Floc into the Pre-Filter (ACTION CUBE – Non Toxic - recommended). Add ACTIVE OXYGEN shock treatment into the skimmer (read required amounts on the product container). When adding ACTIVE OXYGEN, switch Unit OFF (OPEN BYPASS pipe valve and CLOSE the eClear BYPASS pipe valves with eClear OFF) and run Multi-valve on FITRATION for 15 minutes. Open eClear valves and close BYPASS valve. Switch eClear ON.

6. Backwash and rinse your filters every 24 Hours until Pool-Water is CLEAR.
Filtration times Summer
If you have a heated pool and you are circulating for 24 hours then you will need to install a separate timer onto the unit so as to operate the sanitising for the periods shown below: - 
	Pool volume:   

  40 -  50 m3              6 hours
  55 -  75 m3              8 hours
  80 -100 m3             10 hours
105 -125 m3             12 hours       
130 -150 m3             15 hours
	IMPORTANT:   pH MUST BE BELOW 7.4ppm  (between 6.8ppm and 7.3ppm) and COPPER residual between 0.5ppm and 0.7ppm.

NOTE:   Do not add any CHLORINE to the Pool-Water. This may create staining of  walls and floors!

Technical Assistance:  Mr. Terence Ford. Tel: +34 686 780 617
info@ecleartechnologies.com


